
 10.7 MAX. 

BNC CONN. FEM.
VHF PORT (J1)

TNC CONN. FEM.
L-BAND PORT (J2)

LEADING EDGE 
PROTECTOR

 9.1 MAX. 

 2.340 

 2.2  4.400 

 .79  2.000 

 1.170 

4 x .205 .010  HOLE THU
C'BORE .50 FAR SIDE
7/16 MOUNTING HOLE

REQUIRED ON AIRCRAFT

 2.450 

 1.225 

 3.5 MAX. 

2 X .625 CONNECTOR CLEARANCE HOLE
REQUIRED ON AIRCRAFT

 .39 .03 

 13.7 MAX. 

NOTES: UNLESS OTHERWISE SPECIFIED
    1.   RF CHARACTERISTICS
              FREQUENCY   ____________________________  116 MHz TO 156 MHz     960 MHz TO 1220 MHz     1030 MHz TO 1090 MHz    978 MHz
              VSWR  ___________________________________  3.0:1 MAX @                   2.0:1 MAX                         1.5:1 MAX                         1.7:1 MAX 
              RETURN LOSS    ___________________________  -6.02 dB MAX.                -9.54dB MAX.                    -13.98 dB MAX.                 -11.73 dB
              ISOLATION  ______________________________   30 dB
              POLARIZATION   __________________________   VERTICAL
              RADIATION PATTERN    ____________________   ESSENTIALLY OMNI -DIRECTIONAL
              IMPEDANCE    ____________________________  50 OHMS   
              RF POWER _______________________________   VHF: 40 WATTS, L-BAND: 1 KW PEAK
    2.   CONNECTORS:
                                     J1: BNC (F) 116-156 MHz
                                     J2: TNC (F) 960-1220 MHz, 1030-1090 MHz, 978 MHz    
    3.   WEIGHT: 2.25 LBS. MAX.  
    4.   FINISH:  POLYURETHANE WHITE PAINT.
    5.   MOUNTING SURFACE, CONNECTOR AND MOUNTING HOLES ARE FREE OF PAINT.    
    6.   TSO-C66c (INCOMPLETE SYSTEM), 960-1215 MHz
          TSO-C74d (INCOMPLETE SYSTEM), CLASS A, 1030-1090 MHz
          TSO-C112e (INCOMPLETE SYSTEM), 1030-1090 MHz
          TSO-C154c (INCOMPLETE SYSTEM), CLASS A3, 978 MHz
          TSO-C169a (INCOMPLETE SYSTEM), CLASS C, D, E, 3, 4, 5, 6, 118-137 MHz
          RTCA/DO-160G ENV. CAT.: [F2X]ACE[R(C,C1)H(R)]XSFSXSXXXX[XXX][XX]X[XXXXXX][XX]AXX
    7.   A108529 INSTALLATION INSTRUCTIONS SUPPLIED WITH ANTENNA.
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