Manufacturer Unit Harness P/N Manufacturer Unit Harness P/N

Com Units Com Units

LinAire UAP Universal Collins CTL32 LVC8025
Adapter Plate Provides for patching a ctl 32 to vir 32
only one needed per panel when - with test points
using some harnesses RMI30 LV6126

332C-10 LV6126

BENDIX NVA22 A LV6119 332C-10B LV6126
R540 LVv6133 331A-3F LVI2119
LVC 3 331A-3G LVI2119

King KX 155 LVv6134* RMI36 LV6127
KX 165 LV6134* VIR30A
KX170 LV6118* VIR30H
KX170A LV6118* VIR30M LVv6125*
KY170B LVv6118* VIR31 LV6125*
KX175 LVv6118* VIR32 LV6125*
KX175B Lv6118* VIR350 LV6105
KN72 LVv6113 Optional UAP
KN53 LV6114 VIR 351 LV6105
KN40 LV6115 Optional UAP
429 data buss analyzer needed. 51RV1 LV6130
Supplied by user 51RV2 LV6130
KN70 LV6116 51RV2B LV6130
KN71 LV6116 51RV3 LV6130
KN77 LVv6117 51RV4 LV6130 U
KNR630 LV6123** 51RV4B LV6130 =
KNR631 LV6123** IND30 LVI2103 <
KNR632 LV6123** IND31 LVI2103 g’
KNR634 Lv6124 IND32 LVI2103 =
UAP & KFS 564 IND350 LVI2105 o)
KNR660 LV6131 IND351 LVI2105 GCJ
KNR661 LV6132 *LVC 6 parallel or LVC 8025 for —
KI201C LVI2102B serial with user supplied csdb g’
K1202 LVI2102A L
KI203 LVI2102F Garmin GPS400 LV6120** ®
K1204 LVI2102F GNC420 LvB120** =
Used with NAV REC GNS430 LV6120** ©
K1206 LVI2102A GPS500 LV6120** £
Unit has GS IND GNC520 LV6120%* -
K1207 LVI2102A GNS530 LV6120**
K1208 LVI2102C GI102A LVI2106 c
K1209 LVI2102C GI106A LVI2106 )
KI211C LVI2118A*** **Comes with parallel g_
KI212 LVI2102D*** altitude encoder =
KI213 LVI2102E*** o
KI214 LVI2118B*** Wilcox 1005A L
K1 229 LVI2102G 1005B L5001 ':'7)'
KNI500 LVI2110 1006A L5001 2
KNI500L LVI2110 IND1040 LVA5001
KNI510 LVI2111
KNI510B LVI2111
KNI1520 LVI2112
KNI1521 LVI2112
KNI1582 LVv6128
KPI552B LVv6129
KP1553B LV6129
*& optional LVI harness
**LVC 6 or UAP AND KFS 560
***0ptional UAP or LVC 2012 control head
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