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Data Sheet

Features

JA71-Vxx Ventilated Dzus Rail Blanking Plates 

Description

The JA71-xxx series of Ventilated Dzus Mount Blanking Plates allows cooling air to be 
circulated within the avionics equipment console. The offset ventilation holes keep  
foreign object debris (FOD) from entering behind the control panel while allowing the 
free passage of air. The matching design and colour to existing control heads present a 
professional look and feel to the instrument panel.

The JA71-Vxx series are painted with a baked-on flat black (or gray) urethane finish to 
resist scratches and nicks. The JA71-Vxx is available in a series of different Dzus hole 
sizes.

JA71-V02

JA71-V01
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JA71-Vxx Specifications

DOC.  NO.

1/1
SHEET

XXX-XXXX-XXXX
PART NO.

TITLE

CONFIDENTIAL & PROPRIETARY

JUPITER AVIONICS TEMPLATE SOLIDWORKS LANDSCAPE SIZEA REV B.DRWDOT

TITLE

XXX-XXXX-XXXX Fabrication Rev A.SLDDRWSee Notes
See NotesMATERIAL:

FINISH:

NCAGE CODE
L00N3

DRAWING NOT TO SCALE
TO JUPITER AVIONICS CORP.

APPROVED

CHECKED

NAMEPREPAREDUNLESS OTHERWISE SPECIFIED
DIMENSIONS ARE IN INCHES
ANGLES ARE IN DEGREES
TOLERANCES:
1 DEC PLACE:    0.1
2 DEC PLACE:    0.01
3 DEC PLACE:    0.005
ANGLES:   0.5 DEG

 A
 

 B  D 

 D 

 C 

 B 

 A
 

A (MAX) B (MAX) C (MAX) D WEIGHT (MAX)
JA71-Vx1 0.38in [9.7mm] 5.75in [146.1mm] 0.32in [7.9mm] 0.57in [14.5mm] 0.06 lbs [0.03 kg]

JA71-Vx2 0.75in [19.1mm] 5.75in [146.1mm] 0.32in [7.9mm] 0.57in [14.5mm] 0.07 lbs [0.03 kg]

x options:

Dimensions per MIL-STD-MS25212

0 = Black FED-STD-37038
1 = Gray FED-STD-36231


