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Data Sheet

Features

JA77-005 Dzus Rail Switch Plates  
with Removable Legends 

Description

The JA77-005 Dzus Rail Switch Plate allows the aircraft customizer to present a  
professionally finished configurable switch panel for the ever-present extra switches. 
The JA77 accepts standard aircraft grade toggle switches (i.e. Honeywell TL series or 
MS24523). The legends are removable and available with any text or font. Blank legends 
and hole plugs are also available to cover unused switch positions.

•	Accommodation for up to four toggle switches (not included).
•	Two legends per switch.
•	Each legend is fully dimmable from a +28 Volt light dimmer bus.
•	Up to five characters per removable legend.
•	Dzus plate has a baked-on flat urethane paint finish to resist scratches and nicks.

Switches not included
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Installation
JA77-005 Specifications

8.1mm MAX
  0.32in MAX
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SHEET
JA77-005
PART NO.

TITLE

CONFIDENTIAL & PROPRIETARY

JUPITER AVIONICS TEMPLATE SOLIDWORKS LANDSCAPE SIZEA REV B.DRWDOT

5 Dzus - Switch Plate

JA77-005 Mechanical Installation Rev A.SLDDRW
DOC.  NO.

1/1
MATERIAL:

FINISH:

NCAGE CODE
L00N3

DRAWING NOT TO SCALE
TO JUPITER AVIONICS CORP.

APPROVED

CHECKED

TATPREPARED

N/A
N/A

UNLESS OTHERWISE SPECIFIED
DIMENSIONS ARE IN INCHES
ANGLES ARE IN DEGREES
TOLERANCES:
1 DEC PLACE:    0.1
2 DEC PLACE:    0.01
3 DEC PLACE:    0.005
ANGLES:   0.5 DEG

Connector: Micro Fit 3.0, 2 pin Header, Included.
Mating Connector: Micro Fit 3.0, 2 pin Receptacle, Included.

Note: Switches and Strain Reliefs are not included; shown is a typical 	
          installation example.


