[image: image1.jpg]




	CUSTOMER:
	     

	PO No:
	     

	Quote Ref:
	     

	( LASERDYNE USE ONLY (

	Job No:
	     

	Serial No’s:
	     


CUSTOMER ORDER FORM

for

Black Opal 

Flat Panel Display Systems
NOTE:
fill out one of these forms for each configuration of each model required.

1
model and quantity

1.1
Model

Please fill in appropriate characters, as underlined. Leave blank if not applicable.

	R
	Remote

	M
	Monitor

	U
	Unit

	  
	Screen size [diagonal] (inches): 6.4, 8.4, 10.4, 12.1, 15, 19.1 & 21.3

	H
	Backlight: High brightness

	 
	Special – High resolution models only (S = 8.4” SVGA or X = 10.4” XGA)


1.2
Quantity

Please fill in a number.

	    
	How many of this configuration of this model?


2
operating PLATFORM, mounting and power

2.1
Operating Platform

Please check one.

	 FORMCHECKBOX 

	Aircraft: rotary wing

	 FORMCHECKBOX 

	Aircraft: fixed wing

	 FORMCHECKBOX 

	Ground vehicle: tracked

	 FORMCHECKBOX 

	Ground vehicle: wheeled

	 FORMCHECKBOX 

	Marine

	 FORMCHECKBOX 

	Other (please specify):      


2.2
Mounting

Please check all that apply. Leave blank if not applicable.

	 FORMCHECKBOX 

	) Dzus rail

) or

) 19” rack mount [19” model only]

	 FORMCHECKBOX 

	

	 FORMCHECKBOX 

	Laserdyne mounting bracket [for models up to and inc. 12” only] 

	 FORMCHECKBOX 

	Other (please specify):      


2.3
Power Requirements

Please check all that apply. Leave blank if not applicable.

	 FORMCHECKBOX 

	)

) dc input

)
	) 10 to 19V [high brightness models up to 10” only & all std. brightness models]

) or

) 20 to 33V

	 FORMCHECKBOX 

	
	

	 FORMCHECKBOX 

	Other (please specify):      


3
input configurations

3.1
Inputs

Please check or fill in appropriate characters, as underlined, for all that apply.. Leave blank if not applicable.

	 
	Number of video inputs: 1, 2, 3 or 4

	 
	* PC graphics (“VGA”) inputs 1 or 2

	 FORMCHECKBOX 

	RS232 comms: check [if checked, describe application in Comments section]

	 FORMCHECKBOX 

	Other: check (please specify):      


*
Displays with a resolution of (SVGA) 800 x 600 or lower are supplied standard with one VGA input and one VGA output. This can be changed to two VGA inputs if required. For VGA output on displays with resolutions of XGA (1024x 768) and higher please refer to section 5.2 in this document.

3.2
Video Signal Formats

Please fill in numbers corresponding to video input channels, e.g. “Video 1”, “Video 1 & 3”, “Video 1, 2, & 4”. Can be any or all of Video 1 to 4. These numbers will be used in later configuration sections of this document.

	Video
	     
	PAL

	Video
	     
	NTSC

	Video
	     
	SECAM

	Video
	     
	CCIR-601 interlaced

	Video
	     
	CCIR-601 non-interlaced

	Video
	     
	RS170 interlaced

	Video
	     
	RS170 non-interlaced


3.3
Video Connection Formats

Please fill in numbers corresponding to video input channels, e.g. “Video 1”, “Video 1 & 3”, “Video 1, 2, & 4”.

	Video
	     
	Composite [any or all of 1 to 4]

	Video
	     
	S-Video [1 and/or 2] [Video 1 excludes Video 3; Video 2 excludes Video 4]

	Video
	     
	Other (please specify):      


3.4
Other Analogue Source Connection Formats

Please check one.

	 FORMCHECKBOX 

	YPrPB [component] [Please provide specifications in a separate document.]

	 FORMCHECKBOX 

	RGB [sync. on green] [Please provide specifications in a separate document.]

	 FORMCHECKBOX 

	RGB [ext. sync.] [PC input]

	 FORMCHECKBOX 

	RS343 radar signal [Please provide specifications in a separate document.]


3.5
PC Input Resolution

Only use if RGB [ext. sync.] selected above. Please check one. [Must not exceed LCD resolution.]

	 FORMCHECKBOX 

	VGA [640 x 480] [60Hz refresh rate]

	 FORMCHECKBOX 

	SVGA [800 x 600] [60Hz refresh rate]

	 FORMCHECKBOX 

	XGA [1,024 x 768] [60Hz refresh rate]

	 FORMCHECKBOX 

	SXGA [1,280 x 1,024] [60Hz refresh rate]

	 FORMCHECKBOX 

	Other (please specify):      


4
output configurations

4.1
Number of Screen Lay-outs

Please fill in a number [max. 5 for 6” to 10” models; max. 7 for 12” to 18” models].

	 
	How many screen lay-outs are required?


4.2 VCR Playback 

If playback of recorded images is required then you must allocate a lay-out for VCR Playback in section 4.3 immediately below and the cabling of the Black Opal and recording device must be wired accordingly.

	 
	Yes or No 


4.3
Lay-out Configurations and Video Outputs

Please fill in, for each screen lay-out:

· preferred name [max. 6 characters];

· video input channel number or PC input, e.g. “1”, “PC”, for full screen and pictures-in-picture (PIP1 & PIP2) [PC input cannot be applied to PIPs] [PIP2 only available with PC input full screen]; and

· video input channel number for video output [some restrictions may apply if more than 2 video inputs].

	Lay-out No.
	Preferred Name
	Lay-out Configuration:
	Video Out

	
	
	Full Screen
	PIP1
	PIP2
	

	1
	     
	  
	 
	 
	 

	2
	     
	  
	 
	 
	 

	3
	     
	  
	 
	 
	 

	4
	     
	  
	 
	 
	 

	5
	     
	  
	 
	 
	 

	6*
	     
	  
	 
	 
	 

	7*
	     
	  
	 
	 
	 


* Only available for 12” to 21” models. 
5 options

5.1 Touch Screen

Resistive touch screens are available for 10” to 21” models.

	 
	Yes or No 


5.2 VGA Output

For displays with SVGA  (800 x 600) resolution or lower, VGA output is standard providing you are only using one VGA input. For resolutions above SVGA an optional VGA (or Analogue RGB) output card is required at an additional cost (see options section in price list or contact your representative).

	 
	Yes or No 


6
cables

If Laserdyne is required to supply cables please provide complete specifications in a separate document.

7
special requests and comments

Please include anything that has not been mentioned in this form or any other special requests.

	     


Order Form Completed by:      
Date:    /    /   















PAGE  
[image: image2.jpg]




