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} ) MIN. 100mA @ 5VAC/DC
.~ 374 = CONTACT RATING
MAX. 3A @ 125VAC
—= 236 |=— INITIAL CONTACT RESISTANCE |20MILLIOHMS MAX AT 1A, 2—4 VDC
MSPT105C204 INSULATION RESISTANCE 100 MEGAOHMS MIN AT 500VDC
ONLY DIELECTRIC STRENGTH 1000 VAC, 1 MINUTE
C B | /4—40 UNS—2A THD. ELECTRICAL LIFE 5000 OPERATIONS
A OPERATING TEMPERATURE —20°C TO 80°C
STORAGE TEMPERATURE —20°C TO 80°C
Py r%zg RECOMMENDED SOLDER TEMP. |HAND SOLDER 420°C MAX, 3 SECONDS MAX.
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&% HH} i ‘ MATERIAL CHART
\/ | — l == ITEM COMPONENT BASE MATERIAL FINISH QTY
— b 1 CASE PHENOL RESIN, BLACK, UL94—HB 1
A 2 TERMINAL COPPER ALLOY SILVER 2
3 ACTUATOR BUTTON | POLYCORBONATE RESIN, UL94V—2 1
4 BUSHING BRASS NICKEL 1
5 HEX. NUT BRASS NICKEL 1
6 LOCKWASHER STEEL ZINC 1
B \ 7 MOVABLE CONTACT | COPPER ALLOY SILVER 1
PN 74|17 s 8 | SPRING MUSIC WIRE OIL TREATED 2
v 9 INSULATING PLATE | PAPER PHENOL RESIN, NATURAL, UL94HB 1
[ N sl 10 | FLAT WASHER BRASS NICKEL 1
S SPST NO RED MSP103C204 | 1825516—4
SPST NO BLACK MSP103C004 | 182551623
SECTION A—A SPST NO RED MSP103C04 | 1825516-2
SPST NC BLACK MSP103B04 | 1825516—1
MOMENTARY | ACTATOR BUTTON
/@%28 TYPE ACTION COLOR ALCO P/N P/N
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